














M QOutside Dimension

UNIT : m/m

Size 1 2 3 4 5 6 7 8 9 10
Height 145 169 199 286 335 458 563 790 770 1532
Width 83 92 115 129 175 253 345 430 604 612
Depth 138 147 151 176 193 227 276 336 322 428

B LS1000 series accessory card list

o [ Modeltype | Funcion |  Purposeofusage
8 -9.. Communication
~> g LS1000-HMODO01-A1 interface RS485 1. The inverter is connected to the RS485 network.
"_U- -y Communication interface 1 The inverter | 164 10 the RS485 network
O e . The inverter is connected to the network.
1 LS1000-HMOD0Z-At ekt 2. With (speed type) pulse input (Di) and output (Do).
OU Q Speed pulse command
~ o Communication interface 1. The inverter is connected to the RS485 network.

g LS1000-HMODO3-A RS485 + AUX 2. Analog signal isolation input(Ai).

2 Communication interface

o RS485 + 1. The inverter can be connected to the RS485 network.

LS1000-HMOD04-A1 Speed pul d 2. With (speed type) pulse input (Di)/output (Do).
izl o ZeU(;)mman 3. Analog signal isolation input (Ai).
+

LS1000-HPG020-B1

Encoder signal input

e Line Driver, Push pull
o Maximum input frequency: 300 kHz
o Maximum current: 200 mA

o Pulse signal (A, B, Z, -A, -B, -Z pulse)
e \oltage output: 5 Vor 12V

LS1000-HPG021-B1

EncoderSignal input /
Signal output
(1:1)

e Line Driver, Push pull
e Maximum input frequency: 300 kHz
e Frequency divider output/1:1

e Pulse signal (A, B, Z, -A, -B, -Z pulse)
e Maximum current: 200 mA

LS1000-HPG022-B1

EncoderSignal input /
Signal output

o Line Driver, Push pull
® Maximum input frequency: 300 kHz

e Pulse signal (A, B, Z, -A, -B, -Z pulse)
o \/oltage output: 5V or 12V

(1:1~32) o Maximum current: 200 mA o Frequency dividing output /1:1~32

Servo motor encoder module / PM motor encoder

PG-Feedback card :

Non-divider: LS1000-HPG020-B1

Frequency division (1:1): LS1000-HPG021-B1
Frequency division (1:1~32): LS1000-HPG022-B1

Corresponding to ENCODER (encoder) type:

e Optical (Line Driver) o MG-H4096-A1 (Motor concave shaft)
o MG-H4096-A2 (Motor cam shaft) e MG-H5012-A1 (Motor concave shaft)

e MG-H5012-A2 (Motor cam shaft) e MG-H5012-B1 (Motor cam shaft)

PG-Feedback card :

Non-divider: LS1000M-HPGO010-A1

Frequency division (1:1) : None

Frequency division (1:1~32) : None

Communication interface : RS485

Corresponding to ENCODER (encoder) type :

e Optical (Line Driver) o MG-H4096-A1(Motor concave shaft)

o MG-H4096-A2(Motor cam shaft) o MG-H5012-A1 (Motor concave shaft)
e MG-H5012-A2 (Motor cam shaft) e MG-H5012-B1 (Motor cam shaft)

1So

LS DRIVE

LONG SHENQ ELECTRONIC CO., LTD.

NO. 12-2, WULIN STREET, SHULIN DIST, NEW TAIPEI CITY, TAIWAN (Shulin Industrial Park)
Tel: +886-2-26842888(4 lines) Fax:+886-2-26842889
http://www.acinverter.com.tw E-mail: Ise@acinverter.com.tw, Iseacinv@seed.net.tw



